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Abdeckungen in Leichtbauweise
Covers in lightweight construction

Die Leichtbauweise aus Alumini-
umlegierungen bietet besonders 
bei großflächigen Abdeckungen 
viele Vorteile.
Werkstoff: 
Tränenblech aus AlMg3
Maximale Maße bis: 
1500 x 2000 mm
Belastungsklassen: 
2,5 kN/m², Statik vorhanden, 
weitere Klassen möglich
Vorteile:
• Hoher Korrosionsschutz
• UV-resistent
• Fest und schlagunempfindlich
• Gut recyclebar 

(5% der Ursprungsenergie)
• Hohe Festigkeiten
• Hygienisches Leichtmetall
• Vielseitig verwendbar
• Hergestellt in Deutschland, 

regionale Produktion

The lightweight construction in 
aluminium alloys offers many 
benefits, especially with large-
scale covers.
Material: 
Bulb plate made of AlMg3
Maximum dimensions up to: 
1500 x 2000 mm
Load classes: 
2,5 kN/m², static available, 
other classes possible
Benefits:
• High corrosion protection
• UV-resistant
• Sturdy and impact resistant
• Easy to recycle 

(5% of original energy)
• High stability
• Hygienic light metal
• Versatile
• Made in Germany, 

local production


